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Incandescent Well Lights

RP: Well Light
Go Underground
For unobtrusive light control, 
choose the RP. From wall  
washing to targeted highlighting,  
this durable fixture can be  
incorporated into any plan for  
the perfect lighting effects.

This lighting fixture is rated for  
transient landscape moisture-it 
is not an underwater light. 

When power and control are demanded from a  

subterranean fixture, you will not find a more  

versatile product than the RP. It can be configured 

to wall wash from tight spaces with a spread beam 

or provide a long narrow projection of light for a tall 

palm, even after installation. A family of accessories 

provides shape, color, and glare control for  

maximum effect.
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RP: Well Light
METALS

NP = Nickel Plate*

BS = Natural Brass

COMPOSITE

CB = Camo Bronze

DT = Desert Tan

Note: Composite finishes  
cannot be powder coated

FIELD INSTALLED OPTIONS:  Order Individually 

Glare Control Lenses/Filters

Hex Baffle (250015260000) Frosted (250015170000) 

RecessorRing (RRMR16) Spread (250013550000)

Solite Spread (250015240000) 

Dichroic Peach (250015230000

Dichroic Blue (250015200000)

Dichroic Green (250015210000)

Dichroic Red (250015220000)

Light Blue (250015190000)

Light Green (250015180000)

EXAMPLE:   250015170000 = Frosted Lens

FACTORY INSTALLED OPTIONS:  Order 1 + 2 + 3 + 4

Step Description                Code

1 FIXTURE RP

2 LAMP 10, 20, 35, 50, NL

3 GRATE OPTION CW (Cowling), LV (Louver), RG (Ring)

4 FINISH BS, NP, CB, DT

EXAMPLE:  RP-35-LV-DT = RP - 35W Halogen - Louver Grate - Desert Tan Finish

The RP includes choice of 
halogen MR-16 lamp and 
finish.

INCANDESCENT

3YJ8

* May require longer lead time




