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Replacement Parts 

STANDARD | STRIP LIGHT | SRP

ITEM DESCRIPTION PART #

1 Hardscape Mount SRP-MNT

2 Channel Mount SRP-CHN

3 Glare Shields  (Left and Right) SRP-SHIELD

4

White Connectors

3" and 6" Jumper Cables, End-to-
End and Closed-End Connectors

Qty 5 (each) SRP-JUMPER

3" and 6" Jumper Cables Qty 1 (each) SRP-CONNECT

RGBW Connectors

3" and 6" Jumper Cables, End-to-
End and Closed-End Connectors

Qty 5 (each) SRP-RGBW-JUMP

3" and 6" Jumper Cables Qty 1 (each) SRP-CONNECT-RGBW

5 SRP-CC Strip Light Color Controller SRP-CC

NS Cutter Tool SRP-CUT

NS Power Feed, White SRP-POWER

NS Power Feed, RGBW SRP-RGBW-POWER

NS T-Connector, RGBW SRP-RGBW-T

NS Extension Cables, RGBW SRP-RGBW-EXT

NS = Not shown

 1.68"/4.27 cm 

 4.01"/10.19 cm 
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NOTES UNLESS OTHERWISE SPECIFIED:

  1.     INTERPRET DRAWING PER ASME Y14.5M-1994.
  2.     THIS DRAWING SHALL BE USED IN CONJUNCTION WITH
          THE 3D DATA FILE TO BE PROVIDED.
  3.     DIMENSIONS NOT SPECIFIED SHALL CONFORM TO THE CAD MODEL
          GEOMETRY WITHIN THE REQUIREMENTS OF THE TOLERANCE BLOCK.

4.    MATERIAL: 6061 ALUMINUM THK. 0.0625
          ANY MATERIAL CHANGES SHALL BE APPROVED, ONLY IN 
          WRITING, BY ENGINEERING.    

5.    FINISH: ANNODIZED
  6.     REMOVE ALL BURRS AND SHARP EDGES.
  7.     PARTS SHALL BE CLEAN AND FREE OF ALL FOREIGN MATTER.
  8.     USE MIN BEND RADII.
  9.     PARTS SHALL BE CAREFULLY PACKAGED TO PREVENT
          DAMAGE DURING SHIPPING AND STORAGE.
  10 .    SHIPPING CONTAINER SHALL BE CLEARLY MARKED
          WITH THE PART NUMBER, REVISION, PRODUCTION
          DATE AND QUANTITY OF PARTS.
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          GEOMETRY WITHIN THE REQUIREMENTS OF THE TOLERANCE BLOCK.
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